River Operations 01/10/2011

There was about 0.29 inch of rainfall in the Kingston area for the 24 hour period ending 01/10/11 CST 1100

Forecast rainfall for the next 24 hours:

        01/10/11  1200-1800  0.04 inch

        01/10/11  1800-2400  0.02 inch

        01/11/11  0000-0600  0.02 inch

        01/11/11  0600-1200  0.03 inch

 

The flow at Emory at Oakdale at 1200 CST was 1057 cfs. At 1200 CST Watts Bar headwater was 737.3.

 

Forecast Watts Bar elevation:

        01/10/11   737.2 feet

        01/11/11   736.9 feet

        01/12/11   736.8 feet

        01/13/11   736.5 feet

        01/14/11   736.0 feet

        01/15/11   736.1 feet

        01/16/11   736.0 feet

        01/17/11   736.0 feet

 

 

Today: Flows are averaging approximately 5,800 cfs from Melton Hill,20,000 cfs from Fort Loudoun, and 35,700 cfs from Watts Bar.

 

Tomorrow: Flows are averaging approximately 7,500 cfs from Melton Hill,20,000 cfs from Fort Loudoun, and 33,900 cfs from Watts Bar.

 

The velocity reading at the Kingston Water Treatment Plant was unavailable at the time of this report.

 

Please be advised that river velocities past Kingston Water Treatment plant are sensitive to external factors (such as localized wind, storms, plant pump operations, and boats) that may cause readings to drop briefly and then recover, River Operations is committed to operating the reservoirs in a manner conducive to positive velocities past Kingston Water Treatment plant to the maximum extent possible and will continue to do so.
